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Tasmania – the New Frontier. 

• Near rail and ports

• Farmland – mainly 
grazing

• Landholder support

• New leases secure 
deposits

• DRILLING 3Qtr 2011 
(Weather Permitting)
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Tasmania – the New Frontier. 

Hole: DL 025
From To Yield Al2O3avl Rx SiO2 Avl/Rx Al2O3 SiO2 A/S Fe2O3 TiO2 LOI

m m % wt % % ratio % % ratio % % %
0 1 62% 31.4 4.5 7.0 38.2 9.6 4.0 26.0 2.9 22.3
1 2 77% 41.4 0.7 59.1 44.4 1.1 41.1 25.6 2.7 25.5
2 3 78% 44.1 0.9 49.0 46.4 1.3 36.8 22.2 2.9 26.5
3 4 80% 40.2 1.5 26.8 44.3 2.0 21.7 24.4 3.1 25.4
4 5 62% 37.8 2.6 14.5 42.9 3.3 13.1 25.3 3.2 24.5
5 6 56% 33.9 5.1 6.6 40.6 5.8 7.0 25.9 3.8 22.9
6 7 77% 28.9 5.8 5.0 37.2 6.7 5.6 29.2 3.9 21.5

Leach 143degC Total Analyses

Leach conditions to measure available Avl Al2O3& reactive SiO2 rx were 1g leached in 10ml of 90gpl NaOH at 143 degrees C for 30 mins.  
"Avl/Srx" ratio is (Available Al203)/(Reactive SiO2).         
"A/S" ratio is (Total Al203)/(Total SiO2).  
Values above 10 are excellent 

• Lab results starting to 
arrive from early holes

• Early holes are not in 
main targets BUT:

• Ore grades are being 
encountered in Tas.

• New leases cover 
large extensions

• DRILLING IN 2011
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Inverell 35m tonnes & growing. Large Deposits

Resource 
category 

Tonnes 
Millions 

Yield % 
at 

0.26mm 

Avl 
Al203 % 

SiO2 
Rx % 

Avl/Srx 
ratio 

Al203 %  SiO2 % 
A/S 
ratio 

Fe2O3 %  TiO2 % 
LOI 
% 

Inferred  11.7  60‐70%  38.7  4.4  9.3  38.9  5.6  7.3  26.9  4.3  22.2 

Indicated  24.2  65‐75%  35.6  4.2  9.1  34.7  5.3  6.8  25.1  4.0  21.1 

Total  35.9  60‐75%  36.6  4.2  9.2  37.1  5.4  6.9  25.7  4.1  21.4 

Leach conditions to measure available Avl Al2O3 & reactive SiO2 rx were 1g leached in 10ml of 90gpl NaOH at 143 degrees C for 30 mins.  
"Avl/Srx" ratio is (Available Al203)/(Reactive SiO2).         
"A/S" ratio is (Total Al203)/(Total SiO2).  
Values above 10 are excellent 

• Resources increased 64%

• Consistent 5.6m thick

• Less than 20% tested yet

• Nearby Pindaroi & Guyra 
have thick bauxite too.Inverell

Guyra
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Landholder Relations – the key task 



AUSTRALIAN BAUXITE LIMITED21

Why Mine Australian Bauxite? We do it better

 
 

A mined area at Huntly prior to rehabilitation 
 

 

The same mine pit after rehabilitation 

Alumina‐Alcoa’s Rehabilitation in WA

At Australian Bauxite Limited, our policy is to only operate where we are welcomed 
and to leave the land at least as good as we found it, and in many cases, better.

If the land is prime agricultural land, it is unlikely to underlain by bauxite. Bauxite 
infested areas tend to be drier and less fertile – with boulders of bauxite. We have 
a strong track record of respecting both strategic agricultural land and important 
ecosystems. We hope to be a respected corporate citizen wherever we operate. 
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Thin Soil

Clays

Bauxite Drilling

Schematic section

Haden EPM17830 in QLD: bauxite outcrop.

Sth QLD Bauxite
drilled May - July 2010

Tel: +61 (0) 2 9251 7177
www.australianbauxite.com.au


